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The Markert Marsoflex Pharmaceutical and food hose Type FoodPharm 

UPE SD has an UPE tube and an EPDM cover. A conductive strip is built 

into the core and cover to ensure appropriate electrical conductivity. 

The Markert Marsoflex type FoodPharm UPE SD offers the highest 

possible resistance as a suction and pressure hose after our PTFE 

hoses for food products with an alcohol content of up to 99% and for 

aggressive cleaning processes.
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Electrical
conduct.

FPUPE013 13 25 70 16 -0,9 64 0,5 -35°C to
+100°C Ω/T

FPUPE019 19 31 115 16 -0,9 64 0,8 -35°C to
+100°C Ω/T

FPUPE025 25 37 155 16 -0,9 64 0,9 -35°C to
+100°C Ω/T

FPUPE032 32 44 200 16 -0,9 64 1,1 -35°C to
+100°C Ω/T

FPUPE038 38 51 240 16 -0,9 64 1,4 -35°C to
+100°C Ω/T

FPUPE050 50 66 330 16 -0,9 64 2,3 -35°C to
+100°C Ω/T

FPUPE063 63,5 79,5 415 16 -0,9 64 3,1 -35°C to
+100°C Ω/T

FPUPE075 75 91 500 16 -0,9 64 3,6 -35°C to
+100°C Ω/T

FPUPE100 100 116 675 16 -0,9 64 4,6 -35°C to
+100°C Ω/T

Liner UPE, white, smooth, seamlessly integrated black UPE conductive strip

Wire Kink-resistant spring steel wire

Reinforcement high-strength textile inserts

Cover EPDM, white, fabric-patterned, seamlessly integrated black conductive strip

Chemical 

resistance

Acids, alkalis, oils, greases, alcohols and organic compounds
For further information, please use the Markert Marsoflex resistance list.
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Food hose Type FoodPharm UPE SD

Please note the technical appendix for the specified technical data. 
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