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The Markert Marsoflex PTFE smooth bore hose HygienicPureFlex type 

SCB1SIL has a translucent PTFE liner that is smooth on the inside and 

profiled on the outside. In this combination the hose guarantees a high 

flexibility with a smooth liner surface. The stainless steel reinforcement 

is made for suction and pressure applications in the chemical, pharma-

ceutical and food industries. The white silicone cover is easy to clean.

Productcode ID 
[mm]

OD 
[mm]

Bending 
radius
[mm]

Working 
pressure 

[bar]1

Vacuum 
[bar]2

Bursting 
pressure

[bar]

Weight
[kg/m]

Temperature
range

[min/max]

Electrical
conduct.

SCB1SIL013 13 23 38 60 -0,9 240 0,6 -50°C to
+200°C M

SCB1SIL019 19 29 50 60 -0,9 240 0,8 -50°C to
+200°C M

SCB1SIL025 26 36 70 50 -0,9 200 1,2 -50°C to
+200°C M

SCB1SIL032 32 44 100 45 -0,9 180 1,5 -50°C to
+200°C M

SCB1SIL038 38 51 140 40 -0,9 160 2,0 -50°C to
+200°C M

SCB1SIL050 50,8 66 200 30 -0,9 120 2,7 -50°C to
+200°C M

Liner PTFE, translucent

Wire none

Cover Silicone

Chemical 
resistance

Almost all chemicals, except alkali metals and halogens at higher temperatures and pressures

For detailed information please use the Markert Marsoflex resistance list.

Standards &

Conformities

DIN EN 16643 

SC
 

21 CFR §177.1550  

FDA
 Class VI  

USP
 

EC 1935/2004  

 
EU 10/2011  

FOOD

 
EC 2023/2006  

GMP
 

EC 1907/2006  

REACH

 

PFOA
FREE

 

ADI
FREE

PHTHALATES

FREE
 

ASBESTOS

FREE

HygienicPureFlex Type SCB1SIL

Please note the technical appendix for the specified technical data. 

1 Operating pressure at 20°C. Decreasing factors apply at higher temperatures. 
2 -0.9 bar applies up to 130°C. Decreasing factors apply at higher temperatures.
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