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The Markert Marsoflex type SIL 300 PFA has PFA liner. Its multi-layer 

fabric reinforcement and a stainless steel spiral provide a high degree 

of flexibility while keeping its pressure and vacuum resistance. It can be 

used for suction and pressure processing in the cosmetics, pharmaceuti-

cal and biotechnology industries.  

The SIL300 PFA type is used where the material PFA is required.

Productcode ID 
[mm]

OD 
[mm]

Bending
radius 
[mm]2

Working
pressure

[bar]3

Vacuum 
[bar]

Bursting
pressure

[bar]

Weight
[kg/m]

Temperature
range4

[min/max]

Electrical 
properties5

SIL300PFA013 13 25 45/60 10 -0,9 30 0,4 –30°C to 
+150°C insulating

SIL300PFA016 16 28 55/75 10 -0,9 30 0,6 –30°C to 
+150°C insulating

SIL300PFA019 19 31 65/90 10 -0,9 30 0,7 –30°C to 
+150°C insulating

SIL300PFA025 25 37 85/140 10 -0,9 30 0,8 –30°C to 
+150°C insulating

SIL300PFA032 32 44 120/200 10 -0,9 30 1,0 –30°C to 
+150°C insulating

SIL300PFA038 38 51 140/250 10 -0,9 30 1,3 –30°C to 
+150°C insulating

SIL300PFA051 51 67 180/300 10 -0,9 30 2,0 –30°C to 
+150°C insulating

Liner PTFE, coextruded1, transparent/white, smooth

Wire helix kink-resistant spring steel wire

Reinforcements High temperature resistant textile inserts

Cover platinum-cured silicone, translucent

Chemical

resistance

Cosmetic, pharmaceutical and food products, resistant to heat, ageing and ozone
For further information, please use the Markert Marsoflex resistance list.

Standards &

Comformities

21 CFR §177.1550  

FDA
 

21 CFR §177.2600  

FDA
 Class VI  

USP
 

EC 1935/2004  

 EU 10/2011  

FOOD

 
EU 2020/1245  

FOOD

 
EC 2023/2006  

GMP
 

EC 1907/2006  

REACH

 

European
Pharmacopoeia

ASBESTOS

FREE
 

PFOA
FREE

 

PHTHALATES

FREE
 

ADI
FREE

Pharmaceutical/silicone hose type SIL300 PFA 

With regard to the technical data given in the table, please refer to the notes in the technical appendix.

3 Working pressure at 20°C. Deviation factors apply at higher temperatures. 
4 For sterilization with steam up to 135°C at 3.5 bar for a maximum of 30 minutes.

2 Minimum bending radius for static/dynamic bending.

9-11

5 Helix can be connected with metal.

1 also available with black, antistatic tube on request.


